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Site Name: Potomac Supply

TDD No.: F3-8612-42

3.0 ENVIRONMENTAL SETTING

3.1 Water Supply

The town of Kinsale is serviced by the Sydnor Pump and Well Company.

Distribution lines extend throughout the town of Kinsale and along Route 203 for

approximately 3/4 mile west of the Kinsale Bridge. [ NNNENRNGGNGNNGGNGEGNE
. J7 |

Residents outside the limits of public water service utilize private wells for their

water source.2 Based on United States Geological Survey (U.S.G.S.) topographic

map interpretation, there are approximately [} GGG
)
| (a

B -t supplies drinking water and production water.

This well is 360 feet deep, is screened from 345 to 360 feet, and has a yield of 30

gpm. N

3.2 Surface Waters

The site is drained by an unnamed tributary of the Kinsale Branch, which borders
the property to the northwest. The tributary flows north and enters Kinsale Branch
approximately 3/4 stream mile from the site. Kinsale Branch flows in a
southeastwardly direction for approximately one stream mile before entering the
West Yeocomico River. The West Yeocomico River continues to flow east for
approximately two stream miles, at which point it becomes the Yeocomico River.
The Yeocomico River flows in an eastwardly direction to its eventual discharge
into the Potomac River. The Potomac River is located approximately 4-1/2 miles
east of the site.?

Surface waters within the study area are utilized for both recreational and

commercial uses, including shellfish harvesting and 'crapping.6
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Site Name: Potomac-Su
TDD No.: F3-8612-42

5.4 Site Observations

o The HNU background reading was .8 ppm; no readings above background were

recorded.
o The mini-alert was set at X1; no readings above background were recorded.
o There are two unlined settling ponds on site, .17 and 1.25 acres in size.

o One pond has been pumped dry. The second pond is in the process of being

remediated.

o There were no observed releases from the settling ponds.

0 There is only one on-site well in operation; it is being used for both drinking
and production. This well is 360 feet deep, screened from 345 to 360 feet, and
has a yield of 30 gpm.

o Downgradient home wells are serviced by a public supply system. This system
receives its water supply from a well located approximately [ NNEGTGTENGNGE

of the site.

o There were no stained soils areas or sheens observed along the tributary.
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